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1. PURPOSE. This advisory circul ar suggests acceptabl e net hods by
whi ch product manufacturers nmay indicate Federal Aviation
Admi ni stration (FAA) approval of recomrended actions prescribed in
manuf acturers' service docunents.

2. RELATED FEDERAL AVI ATI ON REGULATI ON (FAR) SECTI ONS. Secti ons
21.31, 21.93, 21.95, 21.97, 21.99, 21.113, 21.289, 21.463, 43.13(a)&b),
43.3(a), 43.7, 43.17, 65.95, 91.163(b), 121.379, 127.140, 135.437,
and 145. 51.

3. BACKGROUND

a. Manuf act urers' servi ce docunments conmuni cate usefu
recomendati ons and i nformati on on avail able al terations,
suggested repairs, inspections, etc., to operators. It is

the operators' (not the manufacturers') ultimte
responsibility to ensure that FAA approval has been obtai ned
if FAA approval is required before inplanting manufacturers
advi ce, reconmmendations, alterations, repairs, etc.
prescribed in service docunents. The FAR requires

manuf acturers to provide descriptive data covering required
desi gn changes to operators of their products. Wen FAA
approval is required, it is necessary for operators and FAA
field inspectors to know which recomendati on or information
has been revi ewed and approved by the FAA upon issuance of
the service docunment. For this reason it is desirable and
expedient to assist the operator by indicating in an
appropriate fashion in the body of service docunents
specifically which recommendati on or information has been
revi ewed and approved by the FAA

b. In the past, the phrases "FAA/ DER Approved," "DER Approved,"
and "DOA Approved" have been used in service docunents to
i ndi cate that FAA approval was adninistered by FAA desi gnees.
Such notations introduce confusion regarding the FAA approva
status of a recomended action. FAA designee approval has
| egal significance only when that approval constitutes an FAA
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approval. Therefore, an approval by an FAA desi gnee on
behal f of the FAA that is acconplished within that designee's
del egated authority is an FAA approval. FAA designees can
approve only actions that have a regul atory basis for
approval .

It is conmon practice for manufacturers to publish service
docunents for distribution to operators of their products.
Manuf acturers are not required by FAR either to coordinate
service docunents with the FAA or to gain FAA approval of
these service docunents prior to publication or distribution
however, manufacturers are required by FAR to gain FAA
approval of all major type design changes and to provide
operators with descriptive data covering required design
changes to their products.

When mmj or type design changes are involved, FAA approval is
requi red by either FAA regional engineering offices or FAA
desi gnees as defined in paragraph 4c. The follow ng are
exanpl es of mmjor type design changes that fall in this

cat egory:

Changes requiring i ssuance of a Type |nspection
Aut hori zati on.

Changes requiring ground test denonstrations w tnessed by
FAA regi onal engi neering personnel

Changes requiring revisions to Type Certificate Data
Sheet s.

Changes requiring revisions to the Airworthiness
Limtation Sections of FAA-approved nanual s.

Changes made to correct reported deficiencies or safety
hazards whi ch appear to be airworthiness directive
subj ect s.

Revi sions to changes required by airworthiness directives.

It has al so been common practice in the past for

manuf acturers to mark entire service documents, such as
service bulletins and all-operators' letters, as

"FAA- Approved, " "FAA/ DER Approved," or "DER Approved." This
practice inplies that the service docunent has been revi ewed,
eval uated, and approved in total by the FAA. However, since
there is no regulatory basis for FAA approval of certain
informati on in service docunents, only the type certification
data should be indicated as FAA Approved. A single statenent
to this effect should be included on the appropriate page of
thi s docunent.

FAA approval of a docunment or recommended action should nean
that the FAA (or a designee) has revi ewed the docunment or has
recommended action under established FAA regul ati ons or
standards and found it to be acceptable. Many parts of

typi cal service documents do not require and shoul d not
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recei ve FAA approval; these parts include nmanufacturer's
recommended conpliance tines (except as indicated in

par agr aphs 5b(1) (b) and 5c), reasons or background supporting
i ssuance of the docunment, recommended mai nt enance practices,
step-by-step routine alteration procedures, estimtes on the
cost of conpliance, tooling and facility requirenents for
conpliance, etc. Wen there is a regulatory basis for an FAA
approval, FAA approval nmmy be indicated.

Most manufacturers of products used in air carrier service
and many manufacturers of products used in general aviation
have el ected to abide by the guidelines in Air Transport
Associ ati on (ATA) Specification No. 100, Specification for
Manuf acturers' Technical Data or General Aviation

Manuf acturers Associ ation (GAMA) Specification 2.

Use of ATA Specification No. 100 or GAMA 2 is not an FAA
requi renent; however, it is a useful industry specification
and its use is acceptable to the FAA. These Specifications
and an associ ated Airline/ Manufacturer Service Bulletin

| mpl ement ati on Cui deline Manual, 1GW 1, can be used to the
extent they are conpatible with the discussion that foll ows.
(Note: ATA Specification No. 100 and 1GW 1 nmay be purchased
fromthe Engineering Division, Air Transport Association
1709 New York Avenue, N. W, Washington, D.C. 20006.) GAMA-2
Specification my be purchased from General Aviation

Manuf acturers Association, Suite 517, 1025 Connecti cut
Avenue, N.W, Washington, D.C. 20036.

DEFI NI TI ONS.

"Product" nmeans an aircraft, aircraft engine, propeller
appl i ance, or part thereof.

"Service docunents" nean publications by a type certificate
hol der or appliance or conponent manufacturer that

comuni cate useful information relative to safety, product

i mprovenent, econom cs, and operational and/or maintenance

practices. Typical fornms of publications include: service
bulletins; all-operators' letters; service newsletters; and
service digests or nmgazi nes. Publications, such as flight

manual s and certain mai ntenance manuals, that are required

for FAA type certification or approval are excluded.

"FAA desi gnees" nean Designhated Engi neering Representatives
(DERs), who have del egated authority to approve engi neering

i nformati on, and Del egati on Opti on Authorization (DOA) and
Desi gnated Alteration Station (DAS) Authorization hol ders,
who have del egated authority to approve either technical data
or supplenental type certificates on behalf of the FAA

DI SCUSSI ON

Product manufacturers should neither mark an entire service
docunent as "FAA- Approved," "FAA/ DER Approved," "DER
Approved, " etc., nor use any other statenent which inplies
t hat the service docunent has been revi ewed, eval uated, and



approved in total by the FAA unless "this is, in fact, the
case and total FAA approval is required by regul ati on and has
been conferred in accordance with prescribed procedures.

If an action, such as an alteration, parts replacenent,
repair, etc., is reconmended by a manufacturer, and if FAA
desi gn approval is required for this action pursuant to the
FAR, the manufacturer should indicate a grant of FAA approva
in the service document. When this is done:

(1) The service docunment should be explicit on what falls
within the scope of FAA approval. Exanple statenents
fol | ow

(a) "The resultant alteration (or repair) to the affected

aircraft described by paragraph XX has been shown to
conply with the applicable Federal Aviation
Regul ati ons and is FAA Approved;" or

(b) "The retirement life limts of paragraph XX have been
shown to conply with the applicable Federal Aviation
Regul ati ons and are FAA Approved." (Note: Use only
when replacenent life limts are considered a type
certification limtation.)

(2) Servi ce docunments should be neither treated nor
represented as the official FAA approval docunents, unless
either a letter of design approval fromthe FAA or a
record that conpliance has been determn ned by an FAA
designee is on file for recommended actions indicated as
FAA- approved in service docunents.

(3) Manuf acturers should not indicate FAA approval of:

(a) Conpliance tinmes recommended in service docunents
(except as indicated in paragraphs 5b(1)(b) and 5c);

(b) Background i nformati on on the reasons why the
recommendati ons are bei ng made;

(c) Recommended nmi ntenance actions, including
i nspections, that do not require FAA approval in the
type certification process; or

(d) Detail ed instructions (step-by-step) on hoe to
acconplish a manufacturer's reconmended and
FAA- approved alteration, repair, rework, etc. Wen
these instruction have no possible effect on type
desi gn.

(4) Servi ce docunment statenents regardi ng approval status
shoul d read "FAA-approved" even though FAA desi gnees may
have been involved in determ ning conpliance. Terns such
as "DER Approved," "FAA/ DER Approved," "DOA Approved,"
etc., should not be used in service docunents.

FAA approval of structural repairs and approval for continued



operation with known but safe |evels of structural danage may

be indicated in a manufacturer's service docunent. If a
statement, such as "The structural repair in paragraph XX is
FAA- approved" is enployed, it will be contingent on execution

of the conditions contained in the FAA-approved portion of
t he docunent.

d. Maj or devi ati ons to FAA-approved portions of service
docunents shoul d al so be FAA-approved.

M C. Beard
Director of Airworthiness



